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Supplemental Cruise Control Installati-
on Instructions, 447 without Code MS1

Topic number LI30.21-N-069662

Version 2

Function group 30.21 Cruise control (CC)/idle speed control (ISC)

Date 05-07-2019

Validity 447.6/7 without cruise control (MS1)

Reason for change Parts information corrected

Reason for block

Complaint:
Vehicle ordered without cruise control (MS1)

Cause:
Vehicle ordered without cruside control, but now cruise control is desired

Remedy:
Utilize the attached supplementary installation instructions to retrofit cruise control
Attachments
File Description
447- Bulletin Metris - Cruise Control Retrofit (MS1)_V3.
pdf

Supplemental installation instructions for cruise control
(MS1)

Symptoms
Communication/information / Assistance and warning systems / Cruise control / Function / Limiter nonfunctional

Parts
Part number ES1 ES2 Designation Quantity Note EPC
A 447 900 15 10 9051 Control Unit Complete, Jacket

Tube Module
1 Code: +G42 +MS1* +ZU8 –JW5 –

W78

*Data card will not have MS1, this is
the code you are installing.
NOTE: Parts may supersede to new
number

X

A 447 900 41 08 9051 Control Unit Complete, Jacket
Tube Module

1 Code: +G42 +MS1* +W78 +ZU8 –
JW5

*Data card will not have MS1, this is
the code you are installing.

X
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NOTE: Parts may supersede to new
number

A 447 900 17 10 9051 Control Unit Complete, Jacket
Tube Module

1 Code: +G42 +JW5 +MS1* +ZU8 –
W78

*Data card will not have MS1, this is
the code you are installing.
NOTE: Parts may supersede to new
number

X

A 447 900 42 08 9051 Control Unit Complete, Jacket
Tube Module

1 Code: +G42 +JW5 +MS1* +W78 +
ZU8

*Data card will not have MS1, this is
the code you are installing.
NOTE: Parts may supersede to new
number

X

WIS-References
Document number Title Note Allocation
AH54.00-P-0001-01A Information on preventing

damage to electronic com-
ponents due to electrostatic
discharge

Remedy

AS91.00-Z-0008-01A Risk of injury during testing
and repair operations rela-
ted to pyrotechnical compo-
nents

Remedy

AH91.00-P-0004-01A Legal requirements on
handling and stroing airbags
and emergency tensioning
retractor units

Remedy

AH68.00-N-0001-01S Notes on carrying out repair
work in the vehicle interior

Remedy

AR54.10-S-0003E Disconnect, connect battery
ground line

Remedy

AR54.10-S-0004E Disconnect, connect ground
line of additional battery

With code E28 (additional
battery for retrofitted consu-
mers)

Remedy

AR54.10-S-0111E Remove/install additional
battery for ECO start/stop
function

Remedy

AR91.60-S-0660E Remove/install airbag unit
on steering wheel

Remedy

AR46.10-S-0100E Remove/install steering
wheel

Remedy

AR54.25-S-2802E Remove/install steering co-
lumn module

Remedy
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Validity
Vehicle Engine Transmission

Vito/Metris 447 - 447.603 * *
Vito/Metris 447 - 447.605 * *
Vito/Metris 447 - 447.703 * *


