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Case Number: S2008000137 

Release Date: 9/10/2020 
 

Symptom/Vehicle Issue: Airbag Light Is On Or Power Door Locks Inoperative. DTC’s 
U113D-00, B25AF-2A, B1830-11, B182C-11, And B007F-11 May Be Present.  
 
Discussion: The vehicle body harness may have been pinched at the bottom of the 
passenger side B-pillar in between the trim retainer and the designated body cut out. 
The Airbag Light may be on and/or Power Door Locks may be inoperative. Some or all 
of following DTC’s may be present. 
 
U113D-00 Lost Communication With Master Power Window Switch  
B25AF-2A Door Lock/Unlock Switch Stuck  
B1830-11 All Doors Unlock Control-Circuit Short to Ground  
B182C-11 All Door Lock Control-Circuit Short to Ground  
B007F-11 Passenger seat belt pretensioner deployment control circuit short to ground 
 
 
 
 
 
Diagnosis: Inspect the areas below for a possible pinched or damaged harness.  
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Passenger B-Pillar Body Cutout Location 
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Repair: If possible, repair the wires using standard procedures. If necessary, replace 
the body harness. Reroute the harness to avoid the body cutout. The application of felt 
tape around the cutout can be used to further protect the harness. 
 
 
 
 


