
Subject: Engineering Information – Malfunction Indicator Lamp (MIL) Illuminated, DTC P0496 Set

This PI has been revised to end the need for information from the field. Please discard PIE0579.

Brand: Model: Model Year: VIN: Engine: Transmission:Brand: Model:

from to from to

Engine: Transmission:

Cadillac CT4 2020 2020 — — Equipped with 

2.0L Engine 

(RPO LSY)

Equipped with 8 SPD 

Transmission (RPO 

M5N)

Cadillac

CT5

2020 2020 — — Equipped with 

2.0L Engine 

(RPO LSY)

Equipped with 10 

SPD Transmission 

(RPO MHS)

Cadillac

XT4

2020 2020 — — Equipped with 

2.0L Engine 

(RPO LSY)

Equipped with 9 SPD 

Transmission (RPO 

M3H)

Cadillac

XT5

2020 2020 — — Equipped with 

2.0L Engine 

(RPO LSY)

Equipped with 8 SPD 

Transmission (RPOs 

M3G, M3H, M3T)

Chevrolet Blazer

2020 2020 — — Equipped with 

2.0L Engine 

(RPO LSY)

Equipped with 9 SPD 

Transmission (RPO 

M3T)

GMC Acadia

2020 2020 — — Equipped with 

2.0L Engine 

(RPO LSY)

Equipped with 9 SPD 

Transmission (RPO 

M3G)

If you encounter a vehicle with the above condition, refer to SI for further diagnosis.

Version 2

Modified Released July 30, 2020

Revised October 21, 2020 – Ended the need for further information from the field.
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