Technical product information

Topic DTC POCE100 - Logged within the Thermal management control unit - Address C5 - J1024

Market Russische Fdderation (5RU),China 796 VW Import Comp. Ltd (Vico), Beijing (6796),Germany E02 Bentley rest Europe

area (6E02),Japan E03 Bentley Japan (6E03),United Kingdom E01 Bentley UK (6E01),United States E05 Bentley USA and rest America
(6E05)

Brand Bentley

Transaction

No. 2058049/3

Level EH

Status Approval

Release

date

Event memory entries

Diagnostic address Event memory entry Fault type|Fault status
00C5 - Thermal management|POCE100: Hybrid/EV Battery Pack Coolant Control Valve "A" Stuck On Intermittent
00C5 - Thermal management |POCE100: Hybrid/EV Battery Pack Coolant Control Valve "A" Stuck On static

New customer code

Object of complaint Complaint type Position
vehicle service -> vehicle diagnosis -> guided fault finding | control units, services -> with event log entry
engine -> cooling system -> coolant for high-voltage battery |component / consumables -> too little

Vehicle data
Bentayga Hybrid

Sales types

Type |MY |Brand|Designation |Engine code|Gearbox code [Final drive code
4V14F9(2020 |E * * *
4V14F9(2021 |E * * *
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Technical product information Transaction No.: 2058049/3
DTC POCE100 - Logged within the Thermal management control unit - Address C5 - J1024

Customer statement / workshop findings

Workshop findings

DTC POCE100 - Logged within the Thermal management control unit - Address C5 - J1024

Customer statement

Concern is not visible to the customer, vehicle performance is not affected, no warning lights are evident within the DIP
Technical background

Refer to Measure section of this TPI

Production change

Not applicable

Measure

1) Check and confirm the high voltage coolant system level is to specification

CAUTION: In the event the coolant level is found not to be within specification, the leak must be confirmed/identified AND rectified before
carrying out any further work - Refer to Rep.Gr 19 - Checking cooling system for leaks - high-voltage coolant circuit

2) Carry out a Guided Fault Finding Sweep of all control modules

* Referring to Figure 1 - Open the options menu for C5 - Thermo-management control unit - Select Guided functions

Importer: EO1 Vehicle identification no.: , -
i o =g=

Dealer: 01000 Engine: Bentayga 3.0L V6 PHEV S

BENTLEY

Operating modes

D Diagnosis

B selfdiagnosis

L= Testinstruments

& Info

5% Admin

[ ‘ T )
o [ — ;

Identify control unit

[Read fault memory

[Read all fauit memories —

Figure 1
+  ReferringtoFigure 2- Select C5-Final control diagnosis (PointA)
*  Select Execute (PointB)
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3) ReferringtoFigure 3-insert/type 9(Coolantchangeovervalve 1-N632)intothe options box
+  Select Adopt
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4) Monitorthe status ofthe Controlelementteststatus and Status activationforatleast 15 seconds
+  Referringto Figure4-The status should be as shown

+ Control element test status: active

+  Status activation: notactivated

Importer: Vehicle identification no.: ﬂ r @E@
Dealer: Engine: e St
% 9 BENTLEY

Operating modes

Ml piagnesis
Actuator diagnostic test » Done/Continue ‘

Component
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Control element test status: active
Status activation: not activated

Pressing the ™ button ends the output DTM.

r—

. m n . . . e o

Figure 4

+  The status should change periodically as shown in Figure 5
+ Control element test status: active
+  Status activation: operated
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5) Shouldthe status change periodically during thetestas shownin Figures 4 and 5thisis tospecification - Select Done/Continue toend
the test

6) Erase DTC POCE100 from address C5

In the event the status does not change as shown in Figures 4 and 5 or the DTC cannot be erased, please raise a DISS
query and await feedback from Product support before carrying out any further work




