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INSTALLATION INSTRUCTIONS
Locking Cylinder for Self-Steering Axle

POSITIVE

o

NEGATIVE CHASSIS GROUND

COMPONENTS

A | TRACTOR BATTERY

FUSE/CIRCUIT BREAKER OF RATED

12I I\i’[I]LT
A

B ¢ D
v N XX

B E F

O

v o\ o

B G H

CAPACITY
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PUSH BUTTON OF RATED CAPACITY

SOLONOID VALVE, 378", 2-POSTION,
D | 3 WAY, NORMALLY CLOSED, SPRING
RETURN. ([TEM “D” ON PNEUMATIC DWG)

TRANSMISSION REVERSE SWITCH
FOR BACK UP LIGHTS

F | BACK UP LIGHTS

G | RELAY

H | AIR LIFT SOLONIOD VALVE COIL

Backup Light Circuit; Automatic Reverse Lift/Lock
= This circuit and operation is not approved in SPIF regulated

Provinces.

= This circuit and operation is most useful on truck bodies using SSA
as an auxiliary axle ahead of the drive axles.

= This circuit and operation can also be used for trailer mounted

SSA.

= The Locking Cylinder operation can be manual as shown or
combined with the suspension lift valve solenoid, and it will

automatically lock the SSA as it is lifted.
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