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MAINTENANCE INSTRUCTIONS
Wheel Bearing Adjustment for Single Adjusting Nut System - F24

The Objective of this procedure is to obtain 0.001” to 0.005” end play.

1.	 Install lockwasher (B).

2.	 Tighten adjusting nut (A) to a torque of 200 ft.-lbs. (271 N•m) 
making certain torque wrench has clicked 3 times while continually 
rotating the wheel or rotate the hub 360 degrees between each 
torque click and do this 3 times.

3.	 Back off adjusting nut (A) 1 full turn. Rotate the wheel.

4.	 Tighten the adjusting nut to a final torque of 50 ft.-lbs. (68 N•m) 
making certain torque wrench has clicked 3 times while continually 
rotating the wheel or rotate the hub 360 degrees between each 
torque click and do this 3 times.

5.	 Back off adjusting nut (A) 1/6 to 1/4 turn to the nearest locking 
hole.

6.	 Install cotter pin if present and bend over flush to the axle.

7.	 Acceptable end play is 0.001” (.025mm) to 0.005” (.013mm) 
measured with a dial indicator.

8.	 Verify that the wheel rotates freely when adjustment is complete. 

9.	 If proper end play is achieved, 1-2 spindle threads should be visible.

For more information please see ATA’s Technology and Maintenance 
Council (TMC) RP 618.


