
UPDATEDORIGINAL

NEW HOLE LOCATION

PARTS LIST

MASSQTYDESCRIPTIONPART NUMBERITEM

19.07 lbmass1CRSMBR SUPT FRM BLT SS 2 1/4X11 7/16H0708101

.22 lbmass2CAPSCR ZP 5/8-11X1.25 GR80240412

.08 lbmass2LOCKNUT ZP 5/8-11 TOPLOCK0240543

THIS DRAWING IS THE PROPERTY OF ENTRANS INTERNATIONAL LLC  AND

IS SUBJECT TO RETURN UPON REQUEST.  IT IS NOT TO BE USED IN

ANY WAY DETRIMENTAL TO THE INTERESTS OF ENTRANS INTERNATIONAL LLC.
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Support Frame Update

Rear Crossmember Replacement

DRAWN BY DATE

TITLE

Peter P. 8/12/2021

*DO NOT SCALE PRINT*

TOLERANCES AS FOLLOWS

UNLESS OTHERWISE NOTED:

 

A. LINEAR DIMENSIONS: ±1/16" 

B. ANGULAR DIMENSIONS: ±1°

1145 Congress Parkway North

Athens, TN 37303

SHEET #
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CHECKED BY

Peter P. 8/12/2021
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REMOVE

PROCEDURE:

1. UNBOLT AND REMOVE ORIGINAL REAR CROSSMEMBER.

2. LOCATE AND DRILL Ø11/16" HOLE ON TOP OF EACH FRAME

    RAIL IN LOCATION SHOWN BELOW.

3. REPLACE REAR CROSSMEMBER WITH 070810, TIGHTEN

    ALL FASTENERS.
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