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Issue With The Particulate Matter ( PM ) Sensor
Monitoring Test ( 2589 - 08 - 03 - 17 ) With A Manual
Transmission
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If Premium Tech Tool exhibits an issue while performing the Particulate
Matter ( PM ) Sensor Monitoring Test ( 2589-08-03-17 ) follow these
instructions -

1. The Engine Control Module ( ECM ) routine is monitoring the clutch
pedal position ( if equipped ).

2. The logic in the ECM is reversed and the operation will only run if the
clutch pedal is pressed.

3. The Tech can PRESS and HOLD the Clutch pedal, or disconnect the
switch to get this operation to function.

4. The fix for this issue will be available soon with new ECM software.
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B310: Aftertreatment particulate sensor

2589-08-03-17 Aftertreatment Particulate Sensor, Diagnostic Monitor
[ simulation
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Purpose

Check thal e aRerireatment pariiculale sensor funclions properly

Components to be tested are:

Aerireaiment parbculale sensar

] Mote: This cperation should only be used in he fallowing circumstances

= Feterence from dlagnosscisendce mfarmation of Technical support
= Relevan DTCs P2002

Description

This 15t is used o heat Ihe exhaust aNedrealrment System i order to activale he panticutate sensor
During the hesting phasa. the dosing is with engine speed
Oince the target temperatune is reached, the sensor begins a selHest

Afpr several minaibes, e BR800 i evaluated By ihe tes!

= Wots: Ciperaton may take approximatety 30 minube(s | 1o complets
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