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Volvo Chassis - Diagnostic Trouble Codes ( DTC)
P10FE And P24A4 Lighting The Malfunction
Indicator Light ( MIL ) - US14+0OBD13, US14+0BD15
And US14+0OBD16 Emissions, Common Model Years
2015 To 2017
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> Internal Content

Software improvements have been released for all three
emissions levels to address this DTC. Field Service Bulletins with
information and instructions have been published for each
emissions level. All of the FSBs can be found under the Service
tab in Impact, Function Group 284. The articles can also be
searched for by Title. Refer to the chart below for the correct
bulletin information:

Emissions
Level (Model Field Service Bulletin
Year)
US14+0OBD13 |FSB 284-066 Engine Control Module (ECM) and
Aftertreatment Control Module (ACM),
(2015) Reprogramming
US14+0OBD15 |FSB 284-064 Engine Control Module (ECM) and
Aftertreatment Control Module (ACM),
(2016) Reprogramming
US14+0OBD16 |FSB 284-065 Engine Control Module (ECM) and
Aftertreatment Control Module (ACM),
(2017) Reprogramming

If the Bulletin does not appear when searched with either VIN or
Chassis information entered, search by model:

1. Clear any chassis information from the Search box.

2. Select or enter the applicable model.

https://volvo-trkna-prod1.pegacloud.net/prweb/PRAuth/app/VolvoKM_/iNPUIKpeinqPJi2GOhH930k43USdE 1gb*/'TABTHREAD2?pyActivity=%40basec... 1/3


http://secureus2.volvo.com/impact3/application/#serviceTab
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3. Make sure Title is selected in the Search By field. Enter the
correct Bulletin title in the text entry field.

4. Press the Search button. The operation will appear in the results
window.

5. Select the correct vehicle configuration from the list that
appears as shown below:

If any other symptoms or related codes are present, they will
need to be diagnosed before P10FE and/or P24A4. Both of these
codes are normally caused by other codes that are logging.

https://volvo-trkna-prod1.pegacloud.net/prweb/PRAuth/app/VolvoKM_/iNPUIKpeinqPJi2GOhH930k43USdE 1gb*/' TABTHREAD2?pyActivity=%40basec... 2/3
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k03179378 p10fe-00 p24a4-00

p24a400 volvo

Related links and attachments
KC-268 FSB 284-065

KC-268 FSB 284-064

KC-268 FSB 284-066

https://volvo-trkna-prod1.pegacloud.net/prweb/PRAuth/app/VolvoKM_/iNPUIKpeinqPJi2GOhH930k43USdE 1gb*/'TABTHREAD2?pyActivity=%40basec...
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was experienced within time and
mileage limits of the applicable
Warranty coverage.
Reimbursement is obtained via
the normal claim handling
process.

Claim Type (used only when 01
uploading from the Dealer Bus.
Sys.)

Labor Code

Primary Labor Code (Engine 2841-22-09-16
Control Module (ECM) and 0.4 hrs.
Aftertreatment Control Module
(ACM), Reprogramming)

Causal Part 3092091

MACK Trucks North America reserves the right to make any changes in design or to make additions to or upon its
products without incurring any obligations to install the same on vehicles previously built.

Copyright to this documentation belongs to the Volvo Group. No reproduction, copying, change, amendment or other similar disposal is entitled without prior written consent by
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