
DOMETIC AC THERMISTOR RELOCATION 

1. USE A ROBERTSON #2 SQUARE BIT TO REMOVE THE AC INNER 

ASSEMBLY.THERE ARE 6 SCREWS TOTAL, 4 ARE LOCATED IN THE RETURN 

AIR VENTS AND CAN BE FOUND BY THE LARGER CIRCULAR OPENINGS. THE 

OTHERS ARE AT THE FRONT OF THE AC AND AT THE REAR. BE SURE TO 

SUPPORT THE INNER ASSEMBLY WHILE REMOVING THE SCREWS. 

2. REMOVE THE RETURN AIR VENT FILTERS LOCATED AT THE FRONT OF THE 

INNER ASSEMBLY.  



3. REMOVE THE THERMISTOR FROM THE SECURED LOCATION BY GENTLY 

PULLING IT AWAY FROM THE PLASTIC CLIPS. THIS IS LOCATED ON THE 

DRIVER’S SIDE RETURN AIR VENT OF THE COACH SEEN WITH THE INNER 

ASSEMBLY REMOVED.  

4. USING A FLASH LIGHT AND LOOKING INTO THE PASSENGER SIDE INNER 

ASSEMBLY, PUSH THE THERMISTOR UP INTO THE RIGHT SIDE RETURN 

ASSEMBLY VENT AND LOOK FOR THE EVAPORATOR COIL.  



5. PUSH THE THERMISTOR INTO THE FINS OF THE COIL ½” AT THE CENTER 

OR LEFT OF CENTER OF THE EVAPORATOR COIL. IF THE THERMISTOR WILL 

NOT PUSH IN, MOVE THE THERMISTOR WIRE DOWN AND INSERT.  

6. RE-INSTALL THE INNER CEILING ASSEMBLY BY REVERSING STEP 1 AND 

THEN INSERT THE FILTERS AS SHOWN IN STEP 2.  


