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This Service Information Bulletin replaces Sl 16 001 06 (039)R dated May 2009.

The contents of this bulletin have not changed; bulletin numbering was updated.
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**Technical Campaign**

Check of the fuel-pump return port

F 650 GS / Dakar (R13)

The fuel pump supplier, Siemens VDO Automotive, has issued a voluntary
inspection affecting the fuel-pump unit of the F 650 GS / Dakar models. On
account of an error in production, there is a possibility that the non-pressurized
fuel return port maybe blocked.

Motorcycles with a blocked return port exhibit no abnormalities in performance,
but nevertheless problems can arise in the long term.

Siemens has undertaken to test all fuel-pump units to ensure that the fuel return
is free of obstruction.

In order to determine if a specific motorcycle is affected by this Technical
Campaign, it will be necessary to verify all motorcycle VINs through a DCS
Vehicle History Check. Based on the response of the system, either proceed
with the repair or take no further action. The VIN Ranges listed below are only
for informational purposes and are not to be considered a deciding factor.

Motorcycles affected will have to be checked to ensure that the fuel return port
is clear of obstruction. This check is to take place prior to the customer taking
delivery.

If by chance the motorcycle has been delivered to the customer, the fuel pump
is to be inspected at the 600 mile service.

Please contact those customers whose motorcycles have already had the 600
mile service performed and arrange to have the motorcycles brought in to have
the fuel pump inspected.

Model VIN range
F 650 GS ZL42367 - ZL42626
F 650 GS Dakar[ZL45874 - Z1.45922




Inspection 1. Remove the seat and the rubber cap.
Procedure: 2. Drain off fuel until the level is below the return port, using an appropriate
siphoning device.

3. Open the clamp. Use a pair of side-cutting pliers to snip the clamp through
the "ear" at a right angle to the clip, in order to avoid snapping off the port. See
the photo below.

S Position of the ossible
obsruction in the port

|

4. Disconnect the fuel line.

5. Check that the fuel-pump port is free of obstruction. For example, push an
approximately 7mm wide cable tie, or other similar sized object into the fuel
pump's return port. If there is an obstruction in the port its position will corre-
spond roughly with the cover plate, in other words it will be approximately 20-
30mm in from the mouth of the port.

The blockage can also be seen with the naked eye if you shine a flashlight into
the port.

The fuel-pump unit has to be replaced if the port is completely or partially
blocked.
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Warranty: Covered by warranty regardless of time or mileage.

Warranty Reimbursement for this Technical Campaign will be via normal claim entry utilizing the
Information: following information:

Defect Code: 0016 0900 00 Check of return port, fuel pump
FRU cole: 0060 142 Checking fuel return
3 FRU
16 99 000 Draining/filling fuel tank and replacing fuel
pump (if necessary)
4FRU

Part Numbers: 32411131346 1 clamp for checking the fuel return
2 clamps if the fuel pump is replaced
16 14 2346 545 fuel pump

Contact: Service and Technical Manager
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