
Technical Service Bulletin (TSB)

Window Not Fully Seated in Regulator

REFERENCE: TSB: 23­044­23

GROUP 23 ­ Body

Date: April 7, 2023 REVISION: –

VEHICLES
AFFECTED:

2022 ­ 2023 (WD) Dodge Durango
This bulletin applies to vehicles built on or after May 25, 2022 (MDH
0525XX) and on and before January 18, 2023 (MDH 0118XX).

MARKET APPLICABILITY:

HNA

HSA

HEE

HMEA

□ IAP

□CH

CUSTOMER
SYMPTOM:

Front door (left or Right) window glass does not roll up/down smoothly.

CAUSE: Glass is not seated in window regulator lift plates.

This Technical Service Bulletin (TSB) has also been released as a Rapid Service Update (RSU)

23­104, date of issue April 7, 2023. All applicable RSU VINs have been loaded. To verify this RSU

service action is applicable to the vehicle, use VIP or perform a VIN search in DealerCONNECT/

Service Library. All repairs are reimbursable within the provisions of warranty. This RSU will expire 18

months after the date of issue.

REPAIR SUMMARY:

This bulletin involves inspecting and possibly re­seating front door window(s) and/or replacing front door

window regulators.

CLAIMS DATA:

Labor Operation No: Labor Description Skill Category Labor Time

23­34­10­9M Regulator, Window ­

Inspect and Reseat

One/or Both Front

(0 – Introduction)

6 ­ Electrical and Body

Systems

0.2 Hrs.

23­34­10­9N Regulator, Window ­

Inspect, Reseat, and

Replace One Side

(0 – Introduction)

6 ­ Electrical and Body

Systems

1.2 Hrs.

23­34­10­9P Regulator, Window ­

Inspect, Reseat, and

Replace Both Sides

(0 – Introduction)

6 ­ Electrical and Body

Systems

2.2 Hrs.

Failure Code ZZ Service Action

SPARE PARTS:

Qty Part No. Description Notes

1 (AR) 68079287AA Window Regulator

Assembly

Left Front

1 (AR) 68079286AA Window Regulator

Assembly

Right Front



DIAGNOSIS:

If a customer’s VIN is listed in VIP or your RSU VIN list, perform the repair. If any vehicle not on the VIN list

exhibits any of the symptoms listed above in the customer symptom section, perform the Repair Procedure.

REPAIR PROCEDURE:

1. Roll the window down approximately six inches and pull on the top of the glass to see if the glass lifts off

of the regulator.

2. Does either front glass pull free from the window regulator?

• YES>>> Proceed to Step 3.

• NO>>> This bulletin is complete. Use Inspect LOP (23­34­10­9M) to close this active RSU.

3. Attempt to re­seat window glass in regulator (Fig. 1) .

4. Did the window re­seat into the regulator?

• YES>>> This bulletin is complete. Use Inspect LOP (23­34­10­9M) to close this active RSU.

• NO>>> Only replace the regulator where the window pulls free from the regulator. Proceed to Step 5.

5. Replace window regulator on the affected side. Refer to the detailed service procedures listed in

DealerCONNECT>Service Library under: 23 ­ Body / Doors ­ Front / Regulator, Window / Removal/

Installation.

6. Perform the window regulator replacement on the opposite side if needed.

7. Ensure glass functions correctly in door when window is rolled up/down.

POLICY:

Reimbursable within the provisions of the warranty.

This bulletin is supplied as technical information only and is not an authorization for repair. No part of this publication may be reproduced, stored in a retrieval system, or

transmitted, in any form or by any means, electronic, mechanical, photocopying, or otherwise, without written permission of FCA US LLC.

Fig. 1

Window Glass And Regulator

1 ­ Window Regulator Glass Sliders

2 ­ Door Glass
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